
ALLOWABLE DECKING SPANS
SIZE LOAD

Nominal 40psf 60psf 100psf

1x6/1x4 32” 28” 24”
5/4x6/ 5/4x4 42” 38” 32”

2x4/2x6 62” 56” 48”

Mangaris brand Dark Red Balau, is a extremely hard, clear 
grade, tight grained wood with much less color variation 
than other hardwoods. It is a deep rich red with minor 
amounts of fine brown lines (ribbon stripes).

It is resistant to shrinking, splintering and 
checking, making it the ideal choice of  
lumber for your deck.

20 year warranty against rot, decay and  
termites and is fully transferable.

BENDING STRENGTH
 Psi 0 5k 10k 15k 20k 25k 30k

Mahogany
Redwood

HARDNESS
 Lbs. 0 500 1000 1500 2000 2500 3000 

Mahogany
Redwood

SHEARING STRENGTH
 Psi 0 500 1000 1500 2000 2500 3000

Mahogany
Redwood

DENSITY
Lbs./ Ft3 0 5 10 15 20 25 30 35 40 45 50 55 

Mahogany
Redwood

MAXIMUM CRUSHING STRENGTH
 Psi 0 2k 4k 6k 8k 10k

Mahogany
Redwood

•  Even length tallies only, 8’ through 20’
•  A PREMIUM Kiln Dried product which brings more 

long term stability to the construction of your deck
•  Uniquely beautiful and extremely durable
•  Easy to install
•  Clear Grade and highest quality lumber, which  

means less waste
•  Naturally resistant to rot and decay
•  Naturally fire resistant
•  Much harder than California Redwood and Cedar
•  Environmentally sound growth and harvesting  

practices; plantation grown product

C OMPARE

For more information please call your representative  
at 800-839-2588 or visit www.BlueLinxco.com

Features&Benefits

Dark Red Balau


